
Fire Rated
Composite Decking



www.composite-prime.com

Board Dimensions
25 x 146 x 3600mm

Our secret clip system ensures a clean finished install on your 
deck without the need for unsightly screws.

Starter Clip� 
& Screw

Fire Fascia
74 x 11 x 3600mm

Slim Clip & 
Screw

Slate
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Don’t forget to register your warranty, within 45 days of purchase, 
at www.composite-prime.com/register-warranty.

HD Deck XS® Fire offers the same benefits  
of HD Deck XS® but with a class B level  
fire rating. The higher rating provides 
customers with balconies, verandahs and 
roof terraces the peace of mind they desire.

The deck is made from FSC® 100% hardwood 
flour and recycled plastic which combine to 
produce a high quality finished �product that 
outperforms treated timber.

Low Maintenance  
& Long Life

•  Will not rot or decay

•  Will not warp, bend or splinter

•  �Requires no staining, treating  
or painting

EN ISO 9239-1 
EN ISO 11925-2

Fire Behaviour: Bfl

Smoke Production: s1

Reaction to Fire: Bfl -s1

•  FSC® 100% certified timber

•  Recycled plastics

•  �Over 280 plastic milk bottles 
used per square metre

Socially Responsible 
& Friendly to the 
Environment

Safe & Child 
Friendly

•  Barefoot safe

•  Slip resistant

•  �Free from hazardous substances

HD
 DECK® XS FIRE

Fire Classification EN 1350
1-
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